
  

 

 

PARAFFIN WAX PELLETS 
CONGEALLING POINT : 60 - 620C FOR MOLECULAR BIOLOGY 

PRODUCT CODE 970300  

SYNONYMS N/A  

C.I. NO. N/A  

CASR NO. 8002-74-2 

ATOMIC OR MOLECULAR FORMULA -- 

ATOMIC ORMOLECULAR WEIGHT -- 

PROPERTIES Combustible 

PARAMETER LIMIT  

Description White translucent waxy blocks/pellets. 

Solubility Insoluble in water & in acids. Soluble in benzene and in chloroform. 

Solidification Point About 60-62°C 

Clarity To Pass the test. 

Free acid To pass the test. 

MAXIMUM LIMIT OF IMPURITY 

Sulphated Ash 0.1%  

Note(s) :Assay (if  applicable) method mentioned.  
 WARNING 
HAZARD STATEMENTS: May cause respiratory irritation . Causes mild skinirritation. Causes eye irritation. 
PRECAUTIONARY STATEMENTS : 
Prevention :Wash hands thoroughly after handling. 
Response :If eye irritation persists, get medical advice/attention. If skin irritationoccurs, seek medical 
advice/attention.IF IN EYES: Rinse cautiously with water forseveral minutes. Remove contact lenses, if present and 
easy to do. Continuerinsing. 

IMDG Code :   

UN No.  :  

IATA              :  

Disposal:………………….. 

Hazard Pictogram(s) :-- 

 
  


